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Diagnostic device
Immobilizer emulator

Todos los emuladores son de uso profesional, para realizar pruebas y diagnosis.

i3- Immobilizer emulator Renault without CAN

DIAGNOSTIC DEVICE

B C€ mnvf



i3- Immobilizer emulator Renault without CAN

1. Product description:

This device emulate an immobilizer data stream to the ecu. It is meant to be used as
diagnostic device during car repairs in car workshops.

2. Supported controllers

Car ECU

Renault - Sirius 32
-Sirius341,41,6 2,0
- EMS 3132

-1,51,9 2,2 2,5DCi
-1,9DTi 1 plug

-1,9 DTi 2 plugs
-1,9 Diesel DCU3
-2,8TD

- 3,0 gasoline 1 plug

3. Wire marks in emulator

Red Red +12V ACC
Blue Blue GND
Green Green CODE

4. LED diodes colors in emulator
Green Emulator supply
RED Emulator have been fitted to ECU

5. Connecting emulator to the installation




i3- Immobilizer emulator Renault without CAN

a. Sirius 32, Sirius 34
Renault, immo Sirius32 - without CAN
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Make changes to the ECU's memory.

Read the memory. Make changes with the Fenix IBP application. Save the
memory with the corrected file.



i3- Immobilizer emulator Renault without CAN

b. EDC151,92,22,5DCi
Renault, immo EDC15 - without CAN
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Make changes to the ECU's memory.

Read the memory. Make changes with the Fenix IBP application. Save the
memory with the corrected file.



i3- Immobilizer emulator Renault without CAN

c. IAWS5NR.CE1
enault, immo IAWS5NR.CE1

- without CAN
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Make changes to the ECU's memory.

Read the memory. Make changes with the Fenix IBP application. Save the
memory with the corrected file.

Disconnect the CODE line from the plug!



i3- Immobilizer emulator Renault without CAN

d. 1,9 DTi2 plug

Emulator colors ECU
+12V ACC \ Czerwony Rl
GND EIESA Pin4, 5
CODE Zielony IR

Disconnect the CODE line from the plug.
Make changes to the ECU's memory 24C04.
Read the memory. Make changes with the Fenix IBP application. Save the

memory with the corrected file.

e. 1,9DTi1lplug

Emulator colors ECU

+12v AcC [EONE Pin 68, 45, 23
GND WEEESAY Pin 1, 24, 46
CODE AR Pin 59

Disconnect the CODE line from the plug.
Make changes to the ECU's memory.

Read the memory. Make changes with the Fenix IBP application. Save the
memory with the corrected fi




