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Todos los emuladores son de uso profesional, para realizar pruebas y diagnosis. 



i -  mulator 31 ESL e for Volvo cars

Make changes to the ECU memory using the Fenix_IBP application

1. Product descripƟon:
Device simulate work of steering wheel block (bolt). It is meant to be used as diagnosƟc 
device during car repairs in car workshops. 

2. Supported controllers: 
Models equipped with a key with a plastic tip : C30, S40 II, V50, C70 II

3. Emulator wires colours

4. LED diode colours in emulator

5. ConnecƟng emulator to the installaƟon:
    ConnecƟng the emulator to the plug: 1- CODE, 2- GND, 3- +12V
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Learning the emulator:
 turn off the car igniƟon
 set the switch in the emulator - switch 3 to ON
 insert the emulator plug pins into the rear part of the ESL plug (while learning the 

emulator, the plug must be connected to the ESL) Photo 1
 turn on the igniƟon of the car
 wait for the red and green LEDs on the emulator to light up for a moment
 turn off the car igniƟon
 set the switch in the emulator - all switches to OFF


   connect the emulator's plug to the plug previously disconnected from the ESL. 
Photo 2

 secure the plug against pulling out.
 Due to the fact that the voltage on the ESL is supplied only for a short Ɵme, aŌer 

switching on the igniƟon, the emulator diodes also light up only for a moment. This 
applies to ESL learning and normal operaƟon of the emulator.
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