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Todos los emuladores son de uso profesional, para realizar pruebas y diagnosis. 
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1. Device descripƟon: 
This device simulates immobilizer work in car.  It is meant to be used as diagnosƟc device 
during car repairs in car workshops.  . Autoscan and self-programming. Plug & play

  2. Supported controllers:
        Bosch EDC17C60  Bosch MG1CS042

         Bosch MD1CS003  Continental/ Valeo VD56.1, V56.12 
      Bosch MG1CS032    DELPHI DCM7.1A

3. Wire marks in emulator 

4. LED diodes colours in emulator 

5. ConnecƟng emulator to the controller: 
 connect the emulator to the ECU
 start ECU on table
 wait for the emulator to automaƟcally adapt to the ECU. The red LED of the 

emulator will flash during this Ɵme (usually from 2 to 60 minutes).
 the end of the emulator matching procedure will be signaled by the red LED 

lighƟng up permanently.
 install the ECU in the car.

The emulator adapts itself fully automaƟcally.
No PIN code reading required, no ECU eeprom or emulator changes required.
No soŌware required.
Just plug in and wait for the emulator to adapt itself.
Plug&Play.

Examples of assembly methods for different ECU can be found below:

Red +12V ACC 
Blue GND 
Black CAN-H 
White CAN-L 

green LED Emulator supply
red LED Matching the emulator to the ECU
red LED Finished matching the emulator to the ECU
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Bosch EDC17C60, MG1CS032, MD1CS003,
Continental/ Valeo VD56.1, V56.12, DELPHI DCM7.1A 

Bosch MG1CS042

+12V 52 A GND 4 A CAN-H 49 A CAN-L 33 A +12V 
ECU 3 A

+12V 52 A GND 4 A CAN-H 49 A CAN-L 33 A +12V 
ECU 6 A


