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Diagnostic device

Immobilizer Emulator

Todos los emuladores son de uso profesional, para realizar pruebas y diagnosis.

i37- Immobilizer Emulator Smart/ Mitsubishi

DIAGNOSTIC DEVICE
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i37- Immobilizer Emulator Smart/ Mitsubishi

1. Device description:
This device simulates immobilizer work in car. It is meant to be used as diagnostic device
during car repairs in car workshops. Read of eprom, flash memory is required for proper
work of emulator.

2. Supported controllers:
[1Bosch EDG16C33
[] Mitsubishi E6T42484

3. Wire marks in emulator

+12V ACC
GND
CAN-H
White CAN-L

4. LED diodes colours in emulator

Green Emulator power supply
Red Emulator has been fitted to ECU

5. Connecting emulator to the controller:
- Read ECU controller memory, save batch to file
- Generate new batch file based on batch read from ECU — use Fenix IBP application
- Load new batch file generated by application to 24c04 eeprom memory in emulator
- Solder memory with new batch loaded to emulator

- Assembly emulator in ECU controller

Examples of assembly methods for different ECU can be found below:



i37- Immobilizer Emulator Smart/ Mitsubishi
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Make changes to the emulator memory using the Fenix_IBP application

Proceed as described in point 5 of the manual.



i37- Immobilizer Emulator Smart/ Mitsubishi

Smart, immo Mitsubishi E6T42484
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Make changes to the emulator memory using the Fenix_IBP application

Proceed as described in point 5 of the manual.



